
TEX and RTEX ranges

Handheld
pneumatic hammers 
and breakers



Ground-breaking innovation 
from Atlas Copco
We broke the mold with our newest generation of 
Atlas Copco (R)TEX breakers and hammers. Ergonomic, easy 
to handle and reliable, they’ll be your best friend for heavy 
duty construction work

Try our HAPS™ enabled machines 
and you’ll feel the difference. HAPS™ 
stands for “hand and arm protection 
systems”, an innovation that makes 
our equipment more ergonomic. 
We make sure every product is well-
balanced and comfortable to handle.

Just unscrew or flip the quick kick 
latch to swap tools. Of course all our 
tools are interchangeable between 
various models. The versatility of our 
breakers and hammers allows for fast 
tool changes and less inventory.

The first cut is the hardest, so we 
invented SOFSTART™, a feature that 
helps the operator to slowly release 
the energy of the breaker. This two-
step trigger gives you unrivalled 
control, for surgical precision when 
making that first cut.

Our tools are designed for the best 
power-to-weight ratio. You’ll always 
have a powerful tool at hand, 
without breaking your back.

Simple means reliable: less parts 
ensure fuss-free products. With 
their solid body, our breakers and 
hammers handle whatever force 
you throw at them.
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Speaking of comfortable handling: 
of course you’ll be breaking the 
silence with your pneumatic 
tool. But with our highly efficient 
silencers, our TEX/RTEX hammers 
and breakers reduce noise exposure 
levels.



One compressor, multiple tools
Need to get a lot of work done? Energy-efficient handheld tools allow you to downsize your compressor, or to run more tools on 
the same compressor.

Tools Model TEX 05 TEX 09 TEX 12 TEX 150 TEX 190 RTEX 25 TEX 230 TEX 280 TEX 33 TEX 40

Weight 6.3 10.5 12 19 23 25 25.5 31.5 37 42

Air 
consumption

m3/min 0.6 1.0 1.2 1.5 1.6 1.1 1.8 1.9 2.0 2.4

l/s 10 17 20 25 26 18 30 32 34 40

cfm 21 36 42 53 55 38 64 68 72 85

8 Series 
Compressor

Model
Pressure

Air Delivery

m3/min cfm

XAS 38 Kd 7 2 70 3 1 1 1 1 1 1 1 0 0

XAS 48 Kd 7 2.5 90 4 2 2 1 1 2 1 1 1 1

XAS 58 Kd 7 3 106 5 2 2 2 1 2 1 1 1 1

XAS 68 Kd 7 3.5 125 5 3 2 2 2 3 1 1 1 1

XAS 78 Kd 7 4.5 160 7 4 3 3 2 4 2 2 2 1

XAS 88 Kd 7 5 175 8 4 4 3 3 4 2 2 2 2
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From bridges to underwater work – 
there’s a lot you can do with our machines.
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A tool for every
application

1. Light breakers for soft material
Our light hammers and breakers deliver a high 
number of blows per minute at a low impact 
force, ideal for brickwork and soft rock.

2. Medium breakers for harder material
The harder the material, the more weight and 
impact force is needed. Our medium tools take 
on materials such as medium hard rocks, non-
reinforced concrete and asphalt.

3. Heavy breakers for tough material
To break hard rocks, including high silica 
content boulders and reinforced concrete you 
need high impact force and fewer blows 
per minute.

4. Demolition
Soft or hard material, or anything in between: 
we have a tool for every job

5. Renovation
If you don’t need to take the complete 
structure down, precision is paramount, 
especially for meticulous jobs such as chipping 
and scaling concrete you want a lightweight, 
but powerful tool. Renovation work in general, 
and especially inside buildings, means you 
need effective sound and vibration protection.

6. Rock splitting
Rock splitting with hammers and breakers 
is time and cost saving compared to using 
explosives. Explosives requires secure storing 
and causes interruptions when blasting and 
clearing.

7. Chipping
Chipping means you remove cracked and weak 
concrete before improving for example a road 
structure with new concrete.

8. Underwater work
You can use pneumatic hammers and breakers 
for chipping and scaling operations under 
water.

9. Overhead work
For overhead renovation work you need a light 
and efficient hammer with high impact rate.
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Precision starts here
The Softstart trigger helps you slowly 

release the energy of the breaker.  
The two-step trigger gives you full control 

when starting a difficult cut.

Let the machine work

Rotation makes weightless
The air inlet swivel rotates 
through 360° with ease, even 
when pressurized. Rotation 
makes heavy rubber hoses 
feel lighter and it saves your 
strength.

Simple is reliable
The Solid body concept is all about 

reliability. By making a solid, 
one-piece housing we reduce the 

number of parts and eliminate 
potential problems. The housing 

has a low centre of gravity for 
good balance.

Less noise, more done
The slim polyurethane silencer 
cuts noise by up to 75 percent, 

compared to a non-silenced 
machine. And it never gets in 

your line of sight.

Air stops vibration
The piston turns on air 
cushions at either end of 
the cylinder. When the 
machine works off-load, it 
practically eliminates met-
al-to-metal contact.

Less vibrations 
The HAPS system (Hand Arm Protection 

System) is unique for the PE-machines. 

The integrated lubricator keeps 
moving parts in shape for a whole 
shift. In cold conditions lubrication 
also works as an anti-freeze.

GET 
MORE  
DONE

Vibration-dampened HAPS-machines have 
prestressed spring handles.  If you push down too 
hard on them, you hit a stop and lose the effect 
of the springs. Press the handle half-way down, 
and the right amount of feed force is applied 
automatically. Allow the machine to “float” 
between the handles.

GREAT
ERGONOMICS

SAVETIME  
& MONEY

This is how to best use your
HAPS-enabled machine

Easy lubrication for long life
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More done with less vibration

EXPOSURE DURATION 
(hours/minutes)

Working smart with vibrating tools means planning ahead. Thanks to the 
exposure points system you can make sure your talent will last a lifetime.

EQUIVALENT VIBRATION  
Total value ahv.eq m/s2

THIS IS HOW YOU UNDERSTAND AND USE THE EXPOSURE POINTS SYSTEM

WHEN YOU ARE 
ABOVE EXPOSURE AC-
TION VALUE (EAV)

If you have more than 
100 points and less than 
400 points per day, the 
employer should intro-
duce a programme of 
controls to eliminate risk 
or reduce exposure to as 
low a level as is reasona-
bly practicable.

WHEN YOU ARE ABOVE 
DAILY EXPOSURE LIMIT 
VALUE (ELV) 

If you have more than 
400 points, employer 
should take immediate 
action to reduce the 
exposure level below 
the limit value.

EXAMPLE:  
TEX 12 PE vs 12 PS

The vibration level of the  
TEX 12 PE is 4.0 m/s2. That gives a 
maximum exposure time of three 
hours. Using the TEX 12 PE for 
three hours means you accumu-
late 96 points.

The vibration level of the  
TEX 12 PS is 15.4 m/s2. That gives 
a maximum exposure time of 12 
min. Using the  
TEX 12 PS for 12 min means you 
accumulate 96 points.

If you use more machines  
during the day, add those points 
to get a total.
Using a HAPS enabled machine 
like the TEX 12 PE makes for a 
safer work environment, better 
profitability and projects finished 
on time.

STEP 1:
Find the vibration level (m/
s2 ) for the tool or process 
(or the nearest value) in the 
exposure duration scale at 
the far left of the table.

STEP 2:
Find the exposure duration 
time (or the nearest value) 
on the grey scale at the far 
bottom of the table.

STEP 3:
Find the value in the table 
that lines up with the magni-
tude (m/s2) and exposure 
duration. 

STEP 4:
Compare the points value 
with the exposure action 
(100 points) and limit values 
(above 400 points).

STEP 5:
If you are exposed to more 
than one tool or process 
during the day repeat steps 
1-3 for each one. Add the 
points, and compare the to-
tal with the exposure action 
value (100) and the exposure 
limit value (above 400).

Source: CEN/TR 15350:2006 ‘‘Mechanical vibration – Guidelines for the assessment of exposure to hand-transmitted vibration using available information, inclu-
ding that provided by manufacturers of machinery”
Important: Please look into the Safety and Operating Instructions of the products for more information (part no 9800 0975 90, 9800 1386 90 and 9800 0812 90). 
They can be found on the www.acprintshop.com

2.5 1 3 6 13 25 38 50 63 75 100
3 2 4 9 18 36 54 72 90 108 144

3.5 2 5 12 25 49 74 98 123 147 196
4 3 6 16 32 64 96 128 160 192 256

4.5 4 8 20 41 81 122 162 203 243 324
5 5 10 25 50 100 150 200 250 300 400

5.5 6 12 30 61 121 182 242 303 363 484
6 7 14 36 72 144 216 288 360 432 576

6.5 8 17 42 85 169 254 338 423 507 678
7 10 20 49 98 196 294 392 490 588 784

7.5 11 23 56 113 225 338 450 563 675 900
8 13 26 64 128 256 384 512 640 768 1,024

8.5 14 29 72 145 289 434 578 723 867 1,156
9 16 32 81 162 324 486 648 810 972 1,296

9.5 18 36 90 181 361 542 722 903 1,083 1,444
10 20 40 100 200 400 600 800 1,000 1,200 1,600

10.5 22 44 110 221 441 662 882 1,103 1,323 1,764
11 24 48 121 242 484 726 968 1,210 1,452 1,936

11.5 26 53 132 265 529 794 1,058 1,323 1,587 2,116
12 29 58 144 288 576 864 1,152 1,440 1,728 2,304

12.5 31 63 156 313 625 938 1,250 1,563 1,875 2,500
13 34 68 169 338 676 1,014 1,352 1,690 2,028 2,704

13.5 36 73 182 365 729 1,094 1,458 1,823 2,187 2,916
14 39 78 196 392 784 1,176 1,568 1,960 2,352 3,136

14.5 42 84 210 421 841 1,262 1,682 2,103 2,523 3,364
15 45 90 225 450 900 1,350 1,800 2,250 2,700 3,600

15.5 48 96 240 481 961 1,442 1,922 2,403 2,883 3,844
16 51 102 256 512 1,024 1,536 2,048 2,560 3,072 4,096

16.5 54 109 272 545 1,089 1,634 2,178 2,723 3,267 4,356
17 58 116 289 578 1,156 1,734 2,312 2,890 3,468 4,624

17.5 61 123 306 613 1,225 1,838 2,450 3,063 3,675 4,900
18 65 130 324 648 1,296 1,944 2,592 3,240 3,888 5,184

18.5 68 137 342 685 1,369 2,054 2,738 3,423 4,107 5,476
19 72 144 361 722 1,444 2,166 2,888 3,610 4,332 5,776

19.5 76 152 380 761 1,521 2,282 3,042 3,803 4,563 6,084
20 80 160 400 800 1,600 2,400 3,200 4,000 4,800 6,400

0.1 h 0.2 h 0.5 h 1 h 2 h 3 h 4 h 5 h 6 h 8 h
6 min 12 min 30 min 60 min 120 min 180 min 240 min 300 min 360 min 480 min
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Medium breakers for asphalt
Asphalt is prone to fatigue cracking under the influence 
of heavy traffic. A lightweight breaker of up to 30 kg is 
perfect for superficial patching, but can also be called 
in to remove flexible asphalt.

Heavy breakers for reinforced concrete 
Rigid, reinforced concrete requires the sheer power of 
a +30 kg breaker. You know you need a heavy breaker 
when spalls extend beyond 75mm from the joint or if 
the damage is larger than one square meter. In these 
cases, a full depth patch of the slab is paramount to 
restore the road to its former glory.

The right tool for 
breaking pavements
Atlas Copco’s breakers are always happy to hit the 
road. Weather conditions, heavy traffic or issues 
during construction can lead to cracking, spalling and 
punchouts of road surfaces.
When the damage is not too far-reaching, our tools help out with 
patching. And if that is no longer an option, our tools take out the 
complete road structure. Our light and medium breakers take on flexible 
asphalt and are perfect for partial depth patches, whereas reinforced 
concrete is no match for our heavy breakers.

Spalling

Punchout
Corner break

Heavy load

Heavy load

Pressure 2.0 MPa

Heavy load

Pressure < 0.2 MPa
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Accessories Part number

Chipping hammers

Hand hose 12.5 mm x 3 m complete with claw coupling and quick coupling (incl. nipple) 9030 2043 00

Hose nipple with seal for 12.5 mm hose 3310 0937 80

Claw coupling, Atlas Copco Standard 9000 0305 00

Pick hammers

Hand hose 12.5 mm x 3 m complete with claw coupling and wing nut 9030 2044 00

Claw coupling, Atlas Copco Standard 9000 0306 00

Claw coupling, Atlas Copco Standard with strainer 9000 0306 01

Please note: the above hand hose is equipped with Atlas Copco standard claw couplings.
For N. American and Australian markets, hand hoses with couplings according to the local claw coupling standard should be used.

TEX Pneumatic 
Hammers TEX 02 TEX 03 PS TEX 05 P1,2 TEX 09

PS KL
TEX 09 

PS
TEX 10
PS KL

TEX 10
PS

TEX 12
PS KL

TEX 12
PS

Type of hammer Chip Chip Chip Pick Pick Pick Pick Pick Pick

Weight kg 2.5 4 5.5 12 10 10.5 10 12.5 10.5

Length mm 273 300 380 500 500 500 520 545 550

Air consumption l/s 7 6.9 9.5 18.5 18.5 17 17 21.3 21.3

Impact rate blows/
min 3000 4,140 2,760 1,800 1,800 1,350 1,350 1,600 1,600

Vibration level 3 
axes 
(ISO 28927-10)

m/s² 8 16.5 13 16.1 16.1 22.4 22.4 15.4 15.4

Sound power level  
guaranteed 
(2000/14/EC)

Lw, 
dB(A) 106 105 104 105 103 103 102 105 105

Sound pressure level 
(ISO 11203) Lp, r=1m 95 89 92 93 91 91 90 92 93

Tool retainer spring cap cap kick-latch cap kick-latch cap kick-latch cap

Shank size: Hex mm H12 19x50 19x50 22x82.5 22x82.5 22x82.5 22x82.5 22x82.5 22x82.5

Part number - 8461 0208 01 8461 0219 00 8461 0211 05 8461 0211 02 8461 0211 32 8461 0211 30 8461 0211 12 8461 0211 13

Part number: kit - Kit: 
8461 0208 02

Kit: 
8381 0200 33

US: 
8461 0211 06 - - - US: 

8461 0211 16
Kit: 

8381 0200 40

Shank size: Round mm - - 17.3x60 - - - 25x75 25x75 25x75

Part number 8461 0208 06 - 8461 0219 03 - - - 8461 0211 31 8461 0211 15 8461 0211 14

�Important: Full details of measurement are available in the Safety and Operating Instruction of the product (part no 9800 0975 90 and 9800 1386 90). 
They can be found on www.acprintshop.com
1) Also available with combined hexagonal/round shank  (part no: 8461 0219 02) 2) also available in carrying case as complete set (hexagonal shank only); kit KL: kick latch, PS: silenced

Standard TEX
From a lightweight hammer for overhead work to true Swiss knifes for the tougher jobs: there’s a TEX hammer for every job. 
Thanks to the round geometry in the front, our hammers are easy and safe to hold.

Hammers

ERGONOMIC
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Comfortable
TEX 03 PS and 05 P both 
have screw cap retainers 
for great grip. 

Kick is quick
The TEX 09 PS, 10 PS and 12 PS 
come with either a screw cap 
retainer or a kick latch retainer. The 
kick latch is perfect when you need 
frequent tool changes.

TEX Chippers TEX Pick Hammers

Hand-friendly
The air cushion system has basically 
removed metal-to-metal contacts. 

The piston only turns on air cushions 
at both ends of the cylinder. 

Get a grip
The screw cap retainer provides 
comfortable grip.

Save you ears
The effective silencer makes work 
easier. All our products meet the 

European noise emission directive.Lift it up
Weighing below 6 kg, this 
model is light enough for 
overhead work.

Easy tool change
A kick latch retainer is  

perfect when you need fast and 
frequent tool changes. 

All-rounder
TEX 05 P is available with both 
hexagonal and round shank.

The shank you need
The TEX 12 PS, 10 PS and 9 PS 

are all available with both round 
shank, perfect for use with 

kiln stripping, and a traditional 
multipurpose hexagonal shank.

The important first cut 
Thanks to Softstart you keep 
the chisel point where you want 
it. The two-step trigger helps 
out with first critical cuts.

Horizontal
Horizontal work in hard 
materials is easy thanks to 
high impact to weight ratio. 
The Softstart trigger makes 
work even easier.

EFFICIENT 
OPERATIONS

SAVE TIME  
& MONEY

 
12
 PS

 
05
P

GREAT 
ERGONOMICS
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TEX Pneumatic Hammers TEX 05
PE 1

TEX 07 
PE

TEX 09  
PE/PER 1,2

TEX 12
PE/PER 1,2

Type of hammer Chip Pick Pick Pick

Weight kg 6.5 8.5 10.5 12

Length mm 450 525 560 590

Air consumption at 6 bar l/s 10 17 17 20

Impact rate blows/min 2,640 1,770 1,800 1,620

Vibration level 3 axes (ISO 28927-10) m/s² 2.4 12.4 4.2 4.0

Sound power level guaranteed (2000/14/EC) Lw, dB(A) 105 104 105 105

Sound pressure level (ISO 11203) Lp, r=1m 87 87 93 93

Tool retainer cap cap kick latch kick latch

Shank size: Hex mm 19x50 19x50 22x82.5 22x82.5

Part number 8461 0219 10 8461 0209 20 8461 0211 35 8461 0211 38

Shank size: Round mm - - 25x75 25x75

Part number - - 8461 0211 36 8461 0211 39

�Important: Full details of measurement are available in the Safety and Operating Instruction of the product (part no 9800 0812 90, TEX 07PE in 9800 0653 90).They can be found on www.
acprintshop.com
1) Claw couplings not included in delivery of TEX 05, 09 and 12. 2) Front side handle included.

Accessories Part number

Chipping hammer - TEX 05 PE

Hand hose 12.5 mm x 3 m complete with claw coupling and hose 
clamps 9030 2090 00

Claw coupling, Atlas Copco Standard 9000 0305 00

Claw coupling, Atlas Copco Standard with strainer 9000 0306 01

Pick hammers - TEX 09 PE  & 12 PE

Hand hose 12.5 mm x 3 m complete with claw coupling and hose 
clamps 9030 2090 00

Claw coupling, Atlas Copco Standard 9000 0306 00

Claw coupling, Atlas Copco Standard with strainer 9000 0306 01

Please note: the above hand hose is equipped with Atlas Copco standard claw couplings.
For N. American and Australian markets, hand hoses with couplings according to the local claw coupling 
standard should be used.

Hammers

Vibro-reduced TEX chippers 
and pickers

With an HAPS-enabled hammer, you can work for longer. With full range from lightweight to powerful, there is always a TEX 
hammer that is just right for the job.

LOW
LEVELS
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Large handle
TEX 05 PE compact chipping 

hammer has a large 
D-handle with ample room 

for a gloved hand.

Tool retainer
This type of latch on the 
TEX 12 PE gives quick tool 
changes in combination 
with low weight and 
easy operation.

This comparison was made 
when breaking medium 
hard concrete. It points to a 
decrease in the vibration level 
of up to almost 75 percent or, 
for some applications, even 
more.

Vibro-reduction = comfort = productivity

Conventional Atlas 
Copco  

pneumatic hammer 
with fixed handle in 

this weight class.

TEX  
PE/PER

Screw cap retainer
TEX 05PE features a screw 

cap retainer to facilitate 
work in confined spaces 

and allow for good visibility 
of the work-piece.

Balanced 
The 12PE is great for both 

renovations in soft materials 
and for working with hard 

materials like concrete.

HAPS makes it happen
Vibro-reduction means that 
workers can work longer, 
without reaching harmful 
vibration levels.

Less vibration = more done
As with all HAPS-enabled 

machines, you can work for 
longer periods of time thanks to 

less vibration.

Start smooth
The Softstart function makes 
precision breaking easy.

The right shank
The PER-model has a round shank, 

which lets the chisel move freely inside 
the hammer. It is especially useful when 

for example furnace stripping.

Good grip
A round retainer is easy to grip. 
And thanks to HAPS, both hands 
are protected against vibration.

Overhead work
The 05PE is light enough for 
overhead work. Thanks to HAPS and 
noise reduction it’s ideal for indoor  
renovation. In stock

Maintenance is easy thanks to 
interchangeable spare parts 
between the 09PE and 12PE.

 
12

 PE

 
05
PE

EFFICIENT 
OPERATIONS

EFFICIENT 
OPERATIONS

SAVE TIME  
& MONEY

TEX Chippers TEX Pick Hammer
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TEX Pneumatic light breakers TEX 150PE TEX 190PE TEX 21PE

Vibro-reduced YES YES -

Weight kg 19 22.5 23 21

Length mm 590 595 645 650

Air consumption at 6 bar l/s 25 26 25

Impact rate blows/min 1,530 1,500 1,140

Vibration level 3 axes 
(ISO 28927-10) m/s² 4.5 3.7 7.6

Sound power level guaranteed 
(2000/14/EC) Lw, dB(A) 104 104 105

Sound pressure level (ISO 
11203) Lp, r=1m 91 92 91 93

Shank size: Hex mm 22x82.5 25x108/ 25x108 US 25x108/ 25x108 US 28x160 25x108

Part number 8461 0223 31 8461 0223 33/ 8461 0223 35 8461 0224 31/ 8461 0224 35 8461 0224 33 8461 0224 22

Light and medium breakers

TEX range of light 
and medium breakers

Be a workman that will never have to blame his tools. Our light and medium TEX breakers can handle most tasks. The whole 
breaker is made from a single casting, less parts make for simple servicing and better reliability.
Want to get more work done every day? Then choose our HAPS™ enabled models. With far less vibration levels, you can work up 
to six times longer every day.

SOLID 
BODY

TEX Pneumatic  
medium breakers TEX P60S TEX 230PE TEX280PE

Vibro-reduced NO YES YES

Weight kg 33 25.5 27 27 31.5

Length mm 690 625 670 670 690

Air consumption at 
6 bar l/s 36 30 32

Impact rate blows/min 1,500 1,320 1,230

Vibration level 3 axes  
(ISO 28927-10) m/s² 16.8 4.2 4.8

Sound power level  
guaranteed (2000/14/EC) Lw, dB(A) 109 106 105

Sound pressure level  
(ISO 11203) Lp, r=1m 97 92 93 93 92

Shank size: Hex mm 28x160 32x160 25x108 28x160 32x160 28x160 32x160

Part number 8461 0227 22 8461 0227 23 8461 0225 31 8461 0225 34 8461 0225 35 8461 0226 32 8461 0226 33

  �Important: Full details of measurement are available in the Safety and Operating Instruction of the product (part no 9800 0683 90). They can be found on www.acprintshop.com
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Accessories Part number

Hand hose 20 mm x 3 m complete with claw coup-
ling, wing nut and hose clamps 9030 2048 00

Claw coupling, Atlas Copco Standard 9000 0306 00

Claw coupling, Atlas Copco Standard with strainer 9000 0306 01

Please note: the above hand hose is equipped with Atlas Copco standard claw couplings.

The first blow
The Softstart function is 
the breaking equivalent 
of a surgical tool. It makes 
the first blow a joy. 

Save time on service
Many common parts make 
maintenance easy and are 
good for business.

Hard hitting
The 150PE and 150PE are 
hard hitting thanks to 
extra long piston strokes.

TEX light breaker

230
PE

Soft start
The first critical blows are easy thanks 

to the Softstart-function. Squeeze 
carefully and experience full control 

from the first second to the last.

Automatic protection
The 230 PE have automatic lubrication. 

Just fill up and go to work.

Less vibration with HAPS
The HAPS vibration reduction 
system protects and makes 
you more efficient. 

Heavy hitter 
The 230 PE medium breaker 
is great for service jobs and 
general demolition thanks 

to low weight and a mighty 
punch. 

VERSATILE

GREAT 
ERGONOMICS

Right, right away
The first blows are no 
match thanks to the 
Softstart-function.

Quick kick
You will find the kick latch retainer 
on 230 PE.

Move faster
The rotating air inlet swivel 
makes work easier. It’s an  
appreciated feature available 
on all light/medium models.

SAVE TIME

Medium special
The medium breakers  
can handle everything 
from breaking concrete 
and asphalt to softer 
materials. 

One piece
230 PE is a single cast 
breaker. That means 
fewer parts and less 
maintenance.
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RTEX medium breaker

Atlas Copco’s 
award-winning breaker

With our newest innovation, the Atlas Copco RTEX, you’ll be demolishing without breaking a sweat. Lightweight, powerful and 
efficient, this tool is both ergonomic and economic. You’ll be able to work for longer with only half of the air consumed. 
So that compressor can be a size down too, or you can pair two tools with one compressor.

The secret of the RTEX lies in the innovative long piston design. A longer piston, compared to a conventional breaker, increases 
the interaction time with each blow. As a result, the RTEX has the breaking power to match a much heavier breaker. The efficient 
stroke mechanism radically lowers energy consumption.

TWO
TOOLER

FASTER 
BREAKING 
THANKS TO SOFSTART™ 
AND STIFF HANDLES

Pneumatic breaker RTEX 15 RTEX 25

Weight kg 17 25 25 25

Length mm 674 737 780 / 685 
(notched chisel) 780

Air consumption l/s 15.4 19 17.5 18

Impact rate blows/min 936 816 846 870

Vibration level 3 axes (ISO 28927-10) 1) m/s² 4.6 4.8 5 4.8

Sound power level guaranteed (2000/14/EC) 1) Lw, dB(A) 106 107 107 107

Measured power level guaranteed (2000/14/EC) 1) Lw, dB(A) 103 102 101 101

Sound pressure level (ISO 11203) 1) Lp, r=1m 83 90 90 90

Shank size: Hex mm 25 X 108 (1 X 4 1/4”) 25 X 108 (1 X 4 1/4”) 28x152 / 28x160 / 28 
notch 32x152 / 32x160

Part number mm
8461 0115 10 (ISO) 
8461 0115 11 (US)

8461 0125 10 (ISO) 
8461 0125 11 (US)

8461 0125 20 8461 0125 30

�1) Important: Full details of measurement are available in the Safety and Operating Instruction of the product 
(part no 9800 1724 71). It can be found on www.acprintshop.com
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This is how our most advanced 
breaker works

The RHEX-chisel is specially designed for the
RTEX. It maximises the power from the piston to
the ground and it’s also lighter than a conventional
chisel, which makes handling easier. The concave
design facilitates transport of broken material
in order to increase effectiveness, since broken
material acts as a dampener. The design also
reduces the risk of jamming.

RHEX THE POWER CHISEL
LESS WEIGHT AND VIBRATION

Precision
Our SOFSTART™ system allows you 
to slowly release the energy of the 
breaker. Crucial for complete control 
over that first cut. Balancing the pressure

Thanks to the Constant Pressure 
Chamber, the RTEX offers a constant 
counterforce when the piston moves 

downwards. The pressure doesn’t 
shift around above and below the 

piston, like it does in a conventional 
breaker. This minimizes the vibrations 

the operator is exposed to.

Air cushions protect you 
Air cushions, above and below the 

piston, protect both you and the 
RTEX during operation. As the

piston reaches its end position air 
cushions are gradually activated.

Double up!
The RTEX needs only half the air of a 
conventional breaker. So your compressor 
can be a size down or you can run two tools 
with just compressor.

Designed to break concrete 
The RTEX’s long piston design offers more 
interaction time for each blow. As a result, 
the RTEX produces effective power to break 
concrete.
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TEX Pneumatic heavy breakers TEX 33PE TEX 37* TEX 40 PE 

Vibro-reduced YES NO YES

Weight kg 37 37 42

Length mm 745 729 750

Air consumption at 6 bar l/s 34 35 40

Impact rate blows/min 1,200 1200 1,110

Vibration level 3 axes (ISO 28927-10) m/s² 5,7 19,5 4.2

Sound power level guaranteed (2000/14/EC) Lw, dB(A) 111 Not applicable 111

Sound pressure level (ISO 11203) Lp, r=1m 99 Not applicable 99

Shank size: Hex 1) mm 28x160 - 28x160

Part number 8461 0227 01 - 8461 0228 05

Shank size: Hex 2) mm 32x160 32x160 32x160

Part number 8461 0229 12 8461 0228 04

�Important: Full details of measurement are available in the Safety and Operating Instruction of the product (1) part no 9800 0683 90, 2) part no 9800 0650 90)). They can be found on www.
acprintshop.com *Available only for India

TEX Pneumatic heavy breakers TEX P90S

Weight kg 43

Length mm 710

Air consumption at 6 bar l/s 40

Impact rate blows/min 1,260

Vibration level 3 axes (ISO 28927-10) m/s² 15.3

Sound power level guaranteed (2000/14/EC) Lw, dB(A) 111

Sound pressure level (ISO 11203) Lp, r=1m 99

Shank size: Hex mm 28x160

Part number 8461 0228 22

Shank size: Hex mm 32x160

Part number 8461 0228 23

�Important: Full details of measurement are available in the Safety and Operating Instruction of the product 
(part no 9800 0650 90). They can be found on www.acprintshop.com

Accessories Part number

Hand hose 20 mm x 3 m 
complete with claw coupling, 
wing nut and 
hose clamps

9030 2048 00

Claw coupling, Atlas Copco 
Standard 9000 0306 00

Claw coupling, Atlas Copco  
Standard with strainer 9000 0306 01

Please note: the above hand hose is equipped with Atlas Copco standard claw 
couplings.

Heavy breakers

TEX range of
heavy breakers

Tough jobs require tough tools. When you handle a TEX heavy demolition breaker, you’re holding sheer power and reliability. 
A solid body makes these workhorses unbreakable. HAPS dampens vibrations while a slim polyurethane silencer keeps the noise in 
check (reduction of 75%)

SOLID 
BODY
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HAPS is 
more business
The anti-vibration 
system HAPS means you 
will have seven times 
more trigger time than 
with a conventional 
machine.

Full shift lubricator
We have made it easy for you to 

keep the gear in shape, even in 
below zero conditions. Just fill up 

with Atlas Copco Air-Oil and go!

Silence
The slim polyurethane 
silencer cuts noise by 75 
percent. And it’s designed 
to stay out of sight.

Solid body 
The one-piece housing means 
that your machine will last longer 
and need less maintenance. 

Move easily
The rotating air inlet swivel makes 
sure you can move fast, even when 
the hose is under pressure.

Air cushioned
To minimise vibration and  
machine wear, the piston 

turns on air cushions at both 
ends.

40
PE

GREAT FOR 
BUSINESS

TEX heavy breaker
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Equipment for a clean break
Breaking is rough job, but with a dust collector the operator is 
protected against the most harmful dust. Atlas Copco’s pneumatic 
dust collectors use vacuum technology to efficiently remove 
dust directly at the source and keep the silica dust level on your 
construction site below the permissible exposure limit. They work 
indoors as well as outdoors. Our dust collectors don’t require 
power, only a reliable source of compressed air.

Dust collector

DISPOSAL 
OF DUST

SAFE

WILL LAST AN 
-HOUR SHIFT8

SIMPLE 

OPERATION
SET-UP AND LOW AIR 

REQUIREMENT

EASY
FILTER
CLEANING MECHANISM

VACUUM 
INDICATOR
FOR
CLEANING WARNING

FOLDABLE 
TRIPOD  
DESIGN SILENT OPERATION

(86 DB(A)

Pneumatic dust collector Metric Imperial

Weight 26 kg 52.9 lbs

Air Consumption at 6 bar – Single tool 7.6 l/s 16 CFM

Air Consumption at 6 bar – Two tool / 
1 rock drill

14.7 l/s 31 CFM

Vacuum suction
1340mm 
of H2O

52.8 inches 
of H2O

Air inlet connection compatible  
for US claw coupling 19 mm 3/4”

Suction hose dia 38mm 1 ½”

Filter surface area 2.5 m² 98.5 sq. inches

Dust collection Bag, flat dimension 560 x 700mm 22 x 27.6 inches

Diameter of Housing unit 360mm 14.2 inches

Height of Housing 760mm 29.9 inches

Height above ground 1508mm 59.4 inches

Noise emission level 88 dB (A) 88 dB (A)

Description Standard 
one-tool kit

Two-tool 
connection kit

DCP 10 vacuum suction unit x -
Universal suction hood breaker (1x)  x x
Drilling suction hood (1x) x -
Dust collector bags (3x) x x
Silencers x -
Suction bellow (3x) x x
Suction hose (7m / 21ft) x x
4 way connector with 
compressor inlet x -

4 ft connector suction hose - x
Clam coupling adaptors for two-tool 
conversion (T-connector) (3x) - x

Part number 8311 0325 15 8311 0325 18*

Scope of supply Technical data

* The two-tool kit is an add-on to the standard DCP kit. You will require both kits for a com-
plete two-tool dust collector package.

99.5%
AIR PURITY
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Tools for TEX hammers

Working tools

Moil point Narrow chisel Wide chisel Asphalt cutter Digging chisel Digging spade Clay spade

Wedge chisel Shaft for 
tamping pad

Shaft for bush 
hammer

Tamping 
pad, round

Tamping pad, 
square

Driver pad, 
round

Bush hammer

Description Working length Total length Blade / Tip width Weight Part number
mm in mm in mm in kg 1)

Moil point 380 15 475 19 - - 1.5 3083 3242 00
Moil point 1000 39 1095 43 - - 3.6 3083 3243 00
Narrow chisel 380 15    475 19 - - 1.5 3083 3244 00
Narrow chisel 1000 39 1095 43 - - 3.6 3083 3245 00
Wide chisel 380 15 475 19 75 3 2.3 3083 3246 00
Asphalt cutter 380 15 475 19 125 5    3.2 3083 3069 00
Digging chisel 450 18 545 21 75 3    3.5 3083 3247 00
Digging spade 400 16 495 19 120 4 3/4 3.7 3083 3248 00
Clay spade 430 17 525 21 125 5    3.3 3083 3249 00
Wedge chisel 380 15 475 19 35 1 3/8 2.6 3083 3250 00
Shaft for pad 310 12 405 16 - - 1.3 3083 3251 00
Tamping pad - - - - Ø175 Ø 7 7.5 3083 3252 10
Tamping pad - - - -    175     7 6.0 3083 3239 01
Driver pad - - - - Ø 65 Ø2 1/2 2.5 3371 8060 39
Driver pad - - - - Ø100 Ø 4 2.5 9245 2817 90

12
82.5

mm

2241 

TEX09PS(KL), TEX09PE/PER, TEX10PS(KL), TEX12PS(KL), TEX12PE/PER, TEX150PE 
Shank Hex 22 x 82.5 mm (Hex 7/8 x 3 1/4 in)
point to flat (ISO)

TEX 03 PS, TEX 05 P, TEX 05 PE, TEX 07 PE  
Shank Hex 19 x 50 mm (Hex 3/4 x 2 in) 

point to flat

10
50

mm

1932

Description Working length Total length Blade / Tip width Weight Part number
mm in mm in mm in kg 1)

Moil point 240 9 1/2 300 12 - - 0.8 3083 3220 00
Moil point 440 17 500 20 - - 1.3 3083 3221 00
Narrow chisel 240 9 1/2 300 12 - - 0.8 3083 3222 00
Narrow chisel 440 17 500 20 - - 1.3 3083 3223 00
Wide chisel 190 7 1/2 250 10 60 2 3/8 0.7 3083 3224 00
Shaft for bush hammer 80 3 1/8 140 5 1/2 - - 0.4 3083 3225 00
Bush hammer TC head - - - -    40  1 1/2 0.5 3083 3226 00
Bush hammer TC head - - - -    40  1 1/2 0.5 3083 3227 00
Bush hammer steel head - - - -    32 1 1/4 0.2 3083 4163 00

Shank Rd 25 x 75 mm (Rd 1 x 3 in)
round collar

Description Working length Total length Blade / Tip width Weight Part number
mm in mm in mm in kg 1)

Moil point 330 13    415 16 - - 1.6 3083 3265 00
Moil point 450 18    535 21 - - 2.0 3083 3265 10
Narrow chisel 330 13    415 16 - - 1.6 3083 3266 00
Narrow chisel 450 18    535 21 - - 2.0 3083 3266 10

10
75

mm

2541
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Tools for TEX light and 
medium breakers

Working tools

TEX190PE, TEXP60S, TEX230PE, TEX280PE, RTEX25
Shank Hex 28 x 160 mm (Hex 1 1/8 x 6 1/4 in)
point to flat (ISO)

6
160

mm

2846 

Description
Wor-
king 

length
Total 

length
Blade 
/ Tip 

width
Weight Part 

number

mm in mm in mm in kg 1)

Moil point 380 15 545 21 - - 2.8 3083 3271 00
Moil point 450 18 615 24 - - 3.3 3083 3272 00
Moil point 1000 39 1165 46 - - 6.3 3083 3273 00
Narrow chisel 380 15 545 21 - - 2.8 3083 3274 00
Narrow chisel 450 18 615 24 - - 3.3 3083 3275 00
Narrow chisel 1000 39 1165 46 - - 6.3 3083 3276 00
Wide chisel 380 15 545 21 75 3 3.1 3083 3277 00
Asphalt cutter 300 12 465 18 115 4 1/2 3.6 3083 3278 00
Digging chisel 380 15 545 21 75 3    4 3083 3279 00
Digging spade 380 15 545 21 125 5 4.7 3083 3280 00
Clay spade 380 15 545 21 140 5 1/2 5.4 3083 3281 00
Wedge chisel 400 16 565 22 40 1 1/2 3.9 3083 3282 00
Tie tamper 400 16 565 22 100 4 4.3 3083 3319 00
Shaft for pad 230 9 395 16 2.8 3083 3283 01
Tamping pad - - - - Ø180  Ø 7 7.2 3083 3301 00
Tamping pad - - - -    150   6 8.3 3083 3302 00
Tamping pad - - - -    200    8 8.5 3083 3197 00
Driver blank - - - - Ø 80 Ø 3 3.5 9245 2827 10
Driver Pad - - - - Ø120 Ø5 6.0 3376 1120 79
Driver Pad - - - - Ø150 Ø6 7.0 3376 1120 77

TEX150PE, TEX190PE, TEX21PE, TEX230PE, RTEX15  
Shank Hex 25 x 108 mm (Hex 1 x 4 1/4 in) 12

108

mm

2541 point to flat (ISO)

Description
Wor-
king 

length
Total 

length
Blade / 

Tip width Weight Part 
number

mm in mm in mm in kg 1)

Moil point 380 15 500 20 - - 2.1 3083 3253 00

Narrow chisel 380 15 500 20 - - 2.1 3083 3254 00

Wide chisel 380 15 500 20 75 3 2.5 3083 3255 00

Digging chisel 380 15 500 20 75 3 3.2 3083 3256 00

Digging spade 380 15 500 20 120 3 3/4 3.9 3083 3257 00

Clay spade 430 17 550 22 125 5 3.3 3083 3033 00

Wedge chisel 380 15 500 20 35 1 3/8 2.4 3083 3258 00

Shaft for pad 280 11 400 16 - - 1.9 3083 3259 00

Tamping pad - - - - Ø175 Ø7 7.5 3083 3252 10

Tamping pad 
square - - - -    175    7 6.0 3083 3239 01

Driver pad - - - - Ø65 Ø2 1/2 3.0 3371 8060 39

Driver pad - - - - Ø100 Ø5 4 9245 2817 90

TEXP60S, TEX230PE, TEX280PE, TEX33PE, TEX37, TEX40PE, 
TEX90S, RTEX25 
Shank Hex 32 x 160 mm (Hex 1 1/4 x 6 1/4 in)

point to flat (ISO)

Description Working 
length

Total 
length

Blade 
/ Tip 

width
Weight Part 

number
mm in mm in mm in kg 1)

Moil point 380 15 545 21 - - 3.5 3083 3205 00

Moil point 450 18 615 24 - - 4.0 3083 3206 00

Moil point 1000 39 1165 46 - - 7.6 3083 3207 00

Narrow chisel 380 15 545 21 - - 3.5 3083 3208 00

Narrow chisel 450 18 615 24 - - 4.0 3083 3209 00

Narrow chisel 1000 39 1165 46 - - 7.6 3083 3210 00

Wide chisel 380 15 545 21 75 3 3.7 3083 3211 00

Asphalt cutter 300 12 465 18 115 4 1/2 3.8 3083 3212 00

Digging chisel 380 15 545 21 75 3 4.4 3083 3213 00

Digging spade 380 15 545 21 125 5 5.1 3083 3214 00

Clay spade 380 15 545 21 140 5 1/2 5.4 3083 3215 00

Wedge chisel 400 16 565 22 40 1 1/2 4.1 3083 3216 00

Tie tamper 400 16 565 22 100 4 4.9 3083 3217 00

Tie tamper 580 23 745 29 100 4 6.2 3083 3217 10

Spiking tool 195 7 3/4 360 14 - - 4.6 9245 2826 81

Shaft for pad 235 9 1/4 400 16 - - 3.2 3083 3218 01

Tamping pad - - - - Ø180 Ø 7 7.2 3083 3301 00

Tamping pad - - - -    150    6 8.3 3083 3302 00

Tamping pad - - - -    200    8 8.5 3083 3197 00

Driver blank - - - - Ø 80 Ø 3 3.5 9245 2827 10

Driver Pad - - - - Ø120 Ø5 6.0 3376 1120 79
Driver Pad - - - - Ø150 Ø6 7.0 3376 1120 77

6
160

mm

3246 

*Less weight and vibration, No collar more power!

Special Tools for RTEX 

Description
Wor-
king 

length
Total 

length
Blade 
/ Tip 

width
Weight Part 

number

mm in mm in mm in kg 1)

Notched RHEX 
Power chisel   310 12 440 17 28 1 0.85 3083 4180 10*
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Working tools

Lubricant AIR-OIL AIR-OIL
Bottle size l 0.25 1

Part number 8099 0202 40 8099 0202 36

Lubricator CLG 10* CLG 30
Application Mineral &  

syntheic oil
Mineral &  

syntheic oil
Oil volume l 1.3 1.3

Air flow l/s 8-15 15-140

Part number 8202 5101 23 8202 5101 39
*) Recommended for TEX 05 PE

Breaker & hammer AIR-OIL, synthetic lubricant
Oil volume L 1 5 20
Weight kg 1.1 5.8 23
Part number 8099 0202 36 8099 0202 02 8099 0202 15

Description Oil volume Weight Part number
l gal kg 1)

0.25 l bottle 0.2 0.05 0.3 8099 0202 40
1 l bottle 1 0.22 1.1 8099 0202 36
20 x 1 l bottles (pack) 20 4.4 22 8099 0202 81
5 l container 5 1.1 5.8 8099 0202 02
4 x 5 l containers (pack) 20 4.4 24 8099 0202 85
20 l container 20 4.4 23 8099 0202 15
208 l barrel 208 46 230 8099 0202 28

Pay for 18 l

Pay for 18 l

Water seperators, fitted with claw couplings

Description Hose connection Air flow Weight Part number claw couplings
mm in I/s cfm kg 1) European type US type

VAM 01 20 3/4 50 106 0.8 8092 0110 58 8092 0110 59

VAM 5A 25 1 120 254 10 8092 0110 82 8092 0110 83

DCP accessories

Trolley for Dust Collector 8311 0325 14

Suction Hose  3310 1007 69

Dust Collection Bag (x50) 3310 1013 53

Breaker suction hood 3310 1011 08

Drill suction hood 3310 1007 98

Drill suction hood connector 3310100928

Suction bellow 3310 1013 52
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Photos and illustrations contained herein might depict products with optional and/or extra components which are not included with the 
standard version of the product and, therefore, are not included in a purchase of such product unless the customer specifically purchases such 
optional/extra components. We reserve the right to change the specifications and design of products described in this literature without notice. 
Not all products are available in all markets.

Atlas Copco Power Technique
atlascopco.com/ptba
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Power Technique Solutions Portfolio

Generators Light towers Dewatering pumps

•	Breakers (2.5 – 40 kg)
•	Rockdrills (5 – 25 kg)
•	Underground Rockdrills
•	Additional Air Tools 

•	Portable
•	Mobile
•	Industrial

•	Diesel LED and MH
•	Electric LED
•	Battery LED

•	Submersible
•	Surface
•	Small portable

Air compressors

Handheld tools

Ready to go

Pneumatic tools

Versatility

Hydraulic tools

Productivity partner

Petrol engine  
driven tools

•	1-5 m³/min
•	7-12 bar

•	5.5-22 m³/min
•	7-20 bar

•	Breakers (11 – 40 kg)
•	Additional Hydraulic Tools 
•	Powerpacks

•	19-116 m³/min
•	10-345 bar

•	Breakers & Tie Tampers (25 kg)
•	Combi Drills (23 Kg)

*Diesel and electric options available

*Multiple configurations available to produce 
power for any size application

*Diesel and electric options available

Atlas Copco’s Power Technique Business Area has a forward-thinking philosophy. For us, creating customer 
value is all about anticipating and exceeding your future needs – while never compromising our environmental 
principles. Looking ahead and staying ahead is the only way we can ensure we are your long term partner.


